STi Front Lip install

It took me a total of 2 1/2 hours(including pictures and cleanup)

First off, this is what I received in the mail from Japan.
1. The STi front lip spoiler
2. Various nuts, bolts and screws
3. Instructions in Japanese (will post later if any1 wants to see them)
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After examining my USDM bumper with the spoiler, I saw that they didn’t match up exactly. So, I figured the best way to go about modifying the lip would be with the bumper off. I figured it would be easier to work with, and I don’t own a decent jack to do work from underneath. You could find more detail about taking apart the bumper in some other threads on this forum so I won’t go into detail. For now, here are a couple key pictures along with a picture of the location of the 2 hidden push-plugs located on the inner wall of the wheel wells.
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Now, I flipped the bumper over and tried to see what lined up with the lip spoiler. Only 4 bolts lined up without a problem (circled in red). I figured I would use these 4 along with the 2 on each end and 4 screws that get screwed into the bumper raw. 
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For the end hole(circled in red) which need to fit a push-plug. I used a dremel tool to widen them out. Also, the lip ended up covering a push plug that is used for the bumper, so I also had to cut out a small section on each side.
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After that, I began bolting on the lip. The only fasteners that I would be able to fasten while the bumper was off is the 4 bolts that match up and the 4 screws that go in raw.
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Notice the location of the holes on the lip in relation to the holes on the bumper. They are most off by about 2 inches. Also, the center hole on the USDM bumper is actually OFF-center by about 2 inches, so it didn’t match up with the lip.
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The two end push-plugs were put in after the bumper was back on the car. So, after it was all put back together here’s the end result.
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